
Android App Overview  v3.1



LOGIN

Get the RControlapp 

from Google Play.

Upon initial login you will 

be prompted to enter a 

password reset email.

Once youõve 

downloaded and 

installed the app, use the 

credentials from the 

quick install manual to 

log in to your account.



FIRST LOOK

Go to settings to 

configure the App.

Upon first start, the only 

active functionality will 

be the events log.

To access the account 

menu, click here.



USERNAME AND PASSWORD

Go to theòMy Accountó 

icon if you want to 

change your username 

and password.

Press òEditó in the 

User settings 

menu.



USERNAME AND PASSWORD

Fill in the desired 

fields and press 

òSaveó when done.



NOTIFICATIONS

Go to òNotificationsó 

and choose how you 

would like to receive 

different events on 

your smartphone.

Select the ò+ Addó  

button for your 

preferred way of 

notification.



NOTIFICATIONS

Select type of events 

to be reported for 

each notification 

channel.

Your notification channels 

will be displayed as a list.

To make changes, select 

the notification youõd like to 

edit or remove. 

Thus, returning to the 

previous screen.

Can be used when your 

phone is in òvibrateó mode 

and you want to be sure 

that you wonõt miss 

something. 



HOW TO ENABLE REMOTE ARMING/DISARMING 

Go to òRemote 

Arming/Disarmingó to 

setup this functionality.

To enable this functionality, additional wiring and configuration of the alarm panel must be done by your installer.

Slide to enable the 

Remote arming/ 

disarming.



REMOTE ARMING/DISARMING (KEYBUS WIRING ðDSC PANELS)

Confirm to enable the 

functionality.

To enable this functionality, additional wiring and configuration of the alarm panel must be done by your installer.

After confirmation, the 

Remote 

Arming/Disarming 

feature will be available 

at the homepage.



REMOTE ARMING/DISARMING (KEYBUS WIRING ðHONEYWELLPANELS)

Confirm to enable the 

functionality.

To enable this functionality, additional wiring and configuration of the alarm panel must be done by your installer.

In order to synchronize 

the settings from the 

panel ask your alarm 

installer to enter and exit 

programming mode 

from the keypad of your 

alarm panel.



REMOTE ARMING/DISARMING (KEYBUS WIRING ðHONEYWELLPANELS)

The installer should enter 

and exit programming 

mode within the 

timeframe specified in 

the mobile app.

To enable this functionality, additional wiring and configuration of the alarm panel must be done by your installer.

Wait for the app to 

synchronize with your alarm 

panel.

Do not operate the keypad 

during the sync process.



If panel programming is 

changed after the initial 

synchronization you need 

to select òSync with 

Paneló and follow the 

instructions in the app. 

DO NOT operate the 

keypad during the sync 

process. 

REMOTE ARMING/DISARMING (SYNCH WITH PANEL)
To enable this functionality, additional wiring and configuration of the alarm panel must be completed by the installer.


